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Hotudmumpan opran/Notified body : NB 1879 - Control 94 Ltd. Tun Ha ypeaa/Device type : B

BG OmonnumeneH yped Ha mebpdo 20puso EN Heating appliance for solid fuel

KAMUWHA PRITY K22 D FIREPLACE PRITY K22 D

Bupa Ha ropuBoTo ( BnaXHOCT <25% ) cyxu abpsa/ dry wood Fuel type ( humidity £25% )
MoxapHa 6e30MacHOCT NPU MOHTaX Ha KOMUH T 400 G Fire safety when installing a chimney
Peakuus Ha oroH Al Fire classification
TemnepaTtypa Ha AMMHU ra3oBe Ha U3xoaa 245°C Flue gas outlet temperature
MacoB ne6uT Ha AUMHUTE ra3oBe 9,3g/s Flue gas mass flow rate
MuHMManHa Tsra Ha KOMUHa 12 Pa Minimum chimney draft
HomuHanHa TonnuHHa MoLHOCT 10,8 Energy efficiency at nominal heat output
MoliHoCT 3a oTonNeHne Ha NoOMeLLEeHNeTa 10,8 Space heating output
MolHocT oTonneHne Ha Bopara X Water heating output
MakcumanHo paboTHO HansiraHe Ha Boaarta X Maximum water operating pressure
KnpA / Ce3oHHa edhekT. Ha oToNNeHneTo 81,8 % /71,8 % Energy efficiency / Seasonal heating efficiency
WHpekc Ha eHepruiiHa edbeKTUBHOCT 109 The energy efficiency index
Knac eH.ecbekT.Ha ypepa A+ Energy efficiency class
Mpax B AMMHUTe rasoBe 26,0 mg/Nm”3 Dust in the flue gases

Emucum ot ropeHe  CO-1146,0 mg/Nm”3,0CG-99,0 mg/Nm”3,NOx-63,0 mg/Nm*3 Combustion emissions
Mun.pascTosHus Ao 3anan. MaT-nM(mmg dr=600,ds=700,dc=900,dp=1100,df=600,dI=800,db=0  Min.distances to flammable materials

Cnepgaitte YpenbT pabotn B pexum!YpeanT He Follow the manufacturer's instructions!The appliance operates in variable mode!The appliance
MOXe fja ce CBbp3Ba B 06u.\ 1 iiTe camo npenop oT npc ropusal  cannot be connected to a common chimney!Use only the fuels recommended by manufacturer!
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